20000422.ba v02_n874.bam.20000422 


>From ???@??? Sat Apr 22 22:27:58 2000 -0500 

Message-Id: <200004230324.e3N30TLO5749€@sco.theporch. com> 
Date: Sat, 22 Apr 2000 22:20:43 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2874 


BOATANCHORS Digest 2874 
Topics covered in this issue include: 


1) FTdx-560 Transformer 
by "Richard Brunner" <rbrunner@gis.net> 
2) K4RYH George Cato a Silent Key 
by W4U0C@aol.com 
3) Supreme 589-A Tube & Battery Tester 
by "Richard Brunner" <rbrunner@gis.net> 
4) "skinny" 3-wire line cord? 
by Al Parker <anchor@coastalnet.com> 
5) Parts Express 
by "Robert Nickels" <ranickel@mwci.net> 
6) Have Parts for Collins 310B exciter 
by Robert Kemp <rkemp@mr.net> 
7) Re: SPRAGUE TO-5 Manual....(8-/ 
by Daniel Wright <dw73454@navix.net> 
8) Re: "skinny" 3-wire line cord? 
by "russ dworakowski" <wb3fau@hotmail .com> 
9) More on Push Push 
by James Hanlon <knjhanlon@uswest.net> 
10) AC probes for HP 410B VTVM's 
by Arden Allen <gumbear@pacbell.net> 
11) Final SX-62A status 
by cswiger <cswiger@wilma.widomaker.com> 
12) AC Hand Crank Gen. ?? 
by Andre Guibert <aguibert@sympatico.ca> 
13) stuff for sale/trade 
by Bob Roehrig <broehrig@admin. aurora. edu> 
14) AC Hand Crank Gen. ?? 
by Andre Guibert <aguibert@sympatico.ca> 
15) Using the TV-7C for British Valves - Specifications 
by "Richard Brisson" <hagelin@magi.com> 
16) FOR SALE: RCA WV-44C SINE & SQUARE WAVE AUDIO GENERATOR 
by JOHN.SEHRING@ecunet.org 
17) More Transformer Questions 
by "Richard Brunner" <rbrunner@gis.net> 
18) MODULATION TRANSFORMER FS 


by JACK IVERSON <jackiv@juno.com> 
19) Re: stuff for sale/trade 
by "russ dworakowski" <wb3fau@hotmail.com> 
20) Re: Final SX-62A status 
by Arden Allen <gumbear@pacbell.net> 
21) Oux Future 
by Arden Allen <gumbear@pacbell.net> 
22) QST column "Old Radio" - web page is now updated 
by "John Dilks, K2TQN" <oldradio@worldnet.att.net> 
23) Re: More Transformer Questions 
by Gary Schafer <gschafer@mediaone.net> 
24) BA in book photo 
by Mike Steussy - AE4R <hikrbikr@erols.com> 


Message-ID: <000701bfabd7$d59b3420$fb1f29d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FTdx-560 Transformer 
Date: Fri, 21 Apr 2000 17:22:38 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


A friend has a Yaesu FTdx-560 with a fried transformer. Does someone have a 
good transformer, or a parts set with a good transformer? 


Richard Brunner, AA1P, rbrunner@gis.net 


From: W4U0C@aol.com 

Message-ID: <47.32dc50c .263237e6@aol .com> 
Date: Fri, 21 Apr 2000 19:01:58 EDT 

Subject: K4RYH George Cato a Silent Key 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I received word today that George Cato, K4RYH and a long time Boatanchor 
enthusiast was killed in an automobile accident Thursday. 


I have none of the details but will pass them along as the become available. 


Tom Koch - W4U0C 
Atlanta, GA 


Message-ID: <001301bfabf6$1a7£0620$032f29d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Supreme 589-A Tube & Battery Tester 
Date: Fri, 21 Apr 2000 21:00:04 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I have just acquired a pristine Supreme 589-A Tube & Battery Tester, without 
instructions. It has a roll-chart, and four switches that correlate with 
the chart, and a row of slide switches at the bottom, with unknown purpose. 
Operation is not intuitively obvious. Any help out there? 


Richard Brunner, AA1P, rbrunner@gis.net 


Message-Id: <3.0.6.32.20000421214015 .00957e00@mail2.coastalnet.com> 
Date: Fri, 21 Apr 2000 21:40:15 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: "skinny" 3-wire line cord? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


Hi, 

Does anyone know where to find a light gage/wt 3-wire line cord? 
Something like is used on soldering pencils, maybe with #20 wire & thin 
cover, not the 5/16-3/8" thick ones usually found on PC, test eqpt, etc. 

No. 20 will easily handle an amp, even when fully encased. I'd like 
something flexible to use on small BA test eqpt, revrs, etc. Most of those 
things draw less than an amp. eg. VTVM, Drake 2A, R-4B. They came with 
2-wires, hate to use somthing akin to garden hose size on them. 
tnx, 73, 


Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
anchor@coastalnet.com 


And remember; "-They don¥t make tubes nowadays like they used to..." 


Message-ID: <0Q0b701bfacO3$0afd1220$1cOccfd1@default> 
From: "Robert Nickels" <ranickel@mwci.net> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Parts Express 
Date: Fri, 21 Apr 2000 21:27:55 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Just thumbing through the Parts Express catalog and thought it might be 
worth mentioning here... 


While aimed mainly at home/car audio and speaker builders, the parts section 
has a lot of stuff of interest to the boatanchor repairman at attractive 
prices. For example, 10uf 470 volt electrolytics are a buck each, and 1 
watt carbon resistors are ten for 99 cents. They carry the usual 
connectors, tools, test equipment, De-Oxit, etc. and there is even a humor 
section (aka the "audiophile" section featuring vacuum tube amps and even 
your very own pair of WE 300Bs for $899/pair!) Parts Express is one of 
the few affordable sources I've found for new rack panels, rack accessories, 
and screws. 


Shipments within 24 hours and online ordering at www.partsexpress.com . You 
can also sign up for their weekly e-mail specials, but so far the WE toobes 
haven't made the list ;-) 1-800-338-0531. 


A satisifed customer, 
Bob WIRAN 


Message-ID: <390131A8.2071@mr.net> 

Date: Fri, 21 Apr 2000 21:59:20 -0700 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Have Parts for Collins 310B exciter 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Is anyone in need of some parts off of a Collins 310-B exciter? 

I have most all of it - highly modified (tank circuit put in etc.). 
Have pto, cabinet, meter etc. 

Let me know your wants. 

Bob 


Message-Id: <3.0.6.16.20000422063105.40cfcffc@mail.navix.net> 


Date: Sat, 22 Apr 2000 06:31:05 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Daniel Wright <dw73454@navix.net> 
Subject: Re: SPRAGUE TO-5 Manual....(8-/ 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Need a copy of the instruction manual, with schematic, for a Sprague Model 
TO-5 Capacitor Analyzer. 


As with Jim, I too need a manual and would be very happy to pay any 
expenses involved with copying..... or....i£ someone could point me 
to a commercial source of the manual I would greatly appreciate it. 


Thanks a bunch, all, take care es 


73 de Dan -- WAOJRD .. 
Lincoln, Nebraska 


Message-ID: <20000422132733 .20193.qmail@hotmail.com> 
From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: "skinny" 3-wire line cord? 

Date: Sat, 22 Apr 2000 09:27:33 EDT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


Al, I believe the smallest size that is UL approved 
is #18. #16 is rated @ 5 amps by NEC. You can get 
some very flexable #18 cord if look around. Russ 


>From: Al Parker <anchor@coastalnet.com> 

>Reply-To: anchor@coastalnet.com 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: "skinny" 3-wire line cord? 

>Date: Fri, 21 Apr 2000 21:40:15 -0400 

> 

>Hi, 

> Does anyone know where to find a light gage/wt 3-wire line cord? 
>Something like is used on soldering pencils, maybe with #20 wire & thin 
>cover, not the 5/16-3/8" thick ones usually found on PC, test eqpt, etc. 
> No. 20 will easily handle an amp, even when fully encased. I'd like 
>something flexible to use on small BA test eqpt, revrs, etc. Most of those 
>things draw less than an amp. eg. VTVM, Drake 2A, R-4B. They came with 


>2-wires, hate to use somthing akin to garden hose size on them. 
>tnx, 73, 

> 

>Al, W8UT 

>New Bern, NC 

>BoatAnchors appreciated here 

>anchor@coastalnet.com 

> 

>And remember; "-They don¥t make tubes nowadays like they used to..." 


Message-ID: <3901DA68.88044937@uswest.net> 
Date: Sat, 22 Apr 2000 10:59:21 -0600 

From: James Hanlon <knjhanlon@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: More on Push Push 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Marty and all, 


Found another ham use of the push-push circuit while I was 


browsing some older QST's in my "library." In QST, March 
1937, page 22 & ff, there is an article, "Push-Pull and 
Push-Push Operation Without complications." Clark Rodimon, 


W1SZ, QST's managing editor, has a pair of 808's (triodes) 
in a circuit that can be switched from push pull for 
fundamental operation to push push for doubling just by 
configuring the plug-in plate coil to put both plates in 
parallel for the push push connection. Neat trick. 


Jim, W8KGI 


Date: Sat, 22 Apr 2000 10:23:42 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: AC probes for HP 410B VTVM's 

To: Old Tube Radios <boatanchors@theporch. com> 
Message-id: <QFTFOO6IMHN7AD@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO0-8859-1 
Content-transfer-encoding: 7bit 


Meterites; 


I have been in contact with a surplus test equipment dealer who has 
acquired a lot of HP 410B probe assemblies. They are in various conditions 
but are generally complete, including the vacuum tube diode in the AC 
probe. I have no interest in the sale of these probes but would be happy 
to foreward your e-mail to the person who is handling the sales. Please 
respond directly and not to the mail list and I will foreward your message. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Sat, 22 Apr 2000 13:30:34 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Final SX-62A status 

Message-ID: <Pine.BSF.3.96.1000422130211.13653A-100000@wilma.widomaker.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Gang - 
One last note for the record then I'll knock it off- 


Those two caps under the bandswitch are the cathode by-pass 
caps for 1st and 2nd rf, C11 & C25, pin 2 of each 6AG5 to gnd. 


The 1st rf stage turned out to be rather easy - clip the gnd 
end and pulling the cap bends the other formerly unseen end out 
into a clear space at the rear of the sw with plenty of room to 
snip and solder in a replacement. 


However the 2nd rf stage doesn't have that clear space to work 
in - SOMETHING has to move out of the way, and what worked for me was: 


1) remove the screw holding the bracket for the 2 trimmer caps, 
we're going to move the trimmer bracket out of the way 

2) Unscrew the whole side assy' and twist up slightly to get that 
extra 1/4" clearance - you don't have to remove the front panel, 
just twist it a little and hold in place w/ a screwdriver 

3) Heat up your biggest gun and unsolder the trimmer bracket from 
the chassis, pull the tab out of the slot - there should be 
JUST enough slack in their connections to twist the bracket out 
of the way enough to create an opening 

4) Then you can snip the gnd end and pull the cap out, and get a 
thin clipper in to cut the other end 

5) Putting in a new cap would block the hole so much you can't 
solder it in! So I had to solder a short piece of wire to 
the remainder of the old lead left on pin 2, solder the 


other end of the wire to the new cap and then slide it into the 
hole, bending the wire into a 'U' shape, checking to make 
sure the cathode end doesn't contact gnd somewhere 
6) Put the trimmer bracket back in, solder it and the gnd end 
of cap and put everything back together. 


Once that is done you can rest easy knowing that ALL leaky black 
plastic caps have been eradicated! 


Chuck 
kb4new 
cswiger@widomaker.com 


Date: Sat, 22 Apr 2000 14:11:06 -0400 (EDT) 

Message-Id: <1.5.4.16.19800104135432 .1e8fbf£9c@pop1.sympatico.ca> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Andre Guibert <aguibert@sympatico.ca> 

Subject: AC Hand Crank Gen. ?? 


Bon Apres Midi to All. 

A friend of mine picked up an unusual hand crank gen, 
(at least to me), with the following data: 

USN-24v, 360 cycles, 3.3amps, 80W. with cam contacts. 
Manufacturer: Arnessen Electric, New York NY. 

It has a vise clamp to secure it to a table, shelve etc. 
Its picture can be seen at: 

http: //www.enter-net.com/~9sdchoui/HD_GEN. jpg 

Andre 


Andre Guibert 
aguibert@sympatico.ca 


Date: Sat, 22 Apr 2000 13:46:21 -0500 (CDT) 
From: Bob Roehrig <broehrig@admin.aurora.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: stuff for sale/trade 

Message-ID: <Pine.OSF.3.96.1000422133232 .24403A-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


It is time to clean out since I have a hard time moving around the shack 
and garage. Super deals but pick-up only or I'll meet you somewhere within 
reasonable distance. Any questions - just ask. 


1) Central Electronics 20-A exciter in good condition. Includes a home 
brew 100 watt linear with 4-807's, antenna coax relay, and a VFO made from 
a Lampkin freq meter (very stable and super vernier tuning). $100.00 


2) National NC-173 receiver. Still haven't replaced the noise limiter 
control but I have it. A few mods to det/agc. Works fine and looks pretty 
good. $75.00 


3) National RBL-5 VLF regen receiver. Very good shape and works great. 
Audio filter was bad and removed. $50.00 


4) RD-60 code recorder. Prints CW or FSK on paper tape to analyze code or 
keying. I bought this new from Fair Radio a number of years ago. Like new. 
$20.00 


5) Philco model 40-180 console radio. Electrically refurbed and works 
great. Could use refinishing as finish is rubbed off in places. I even 
have a new set of decals for the controls. Just no time to complete this 
project. Has AM - both variable and push-button tuning, and SW bands. 
$100.00 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 
PLEASE PUT ALL REPLIES IN ASCII TEXT ONLY 


Date: Sat, 22 Apr 2000 15:04:27 -0400 (EDT) 

Message-Id: <1.5.4.16.19800104144753 .1c373a56@pop1.sympatico.ca> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Andre Guibert <aguibert@sympatico.ca> 

Subject: AC Hand Crank Gen. ?? 


Bon Apres Midi to All 


Sorry about the bad address, should be: 
http://www. enter-net.com/~9sdchoui/HD_GEN. JPG 


Andre 
Andre Guibert 
aguibert@sympatico.ca 


Message-ID: <0OQacO1bfac95$2f£81b£00$430d059a@pentium350> 

From: "Richard Brisson" <hagelin@magi.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Using the TV-7C for British Valves - Specifications 

Date: Sat, 22 Apr 2000 15:58:50 -0400 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_00A9_01BFAC73.A6B41720" 


This is a multi-part message in MIME format. 
eee =_NextPart_000_00A9_01BFAC73.A6B41720 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Good afternoon everyone, 


I wonder if anyone has any specs for the TV-7 (C) as far as testing = 
British valves? 
The list of valves that I have and want to test can be found at: 


http: //home.magi.com/~hagelin/BritishTubes. html 

The adaptor in the lid area would allow me to do these tests. I recently = 
had 

my TV-7 re-calibrated/re-furbished by Dan Nelson (who did a superb = 
job!). 

Thanks in advance, 

Richard B. 

rorec- =_NextPart_000_00A9_01BFAC73.A6B41720 

Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


KKK KKK KEKE KKK KK KKK KKK KKK KKK KEK KKK 


* ---REMAINDER OF MESSAGE TRUNCATED--- 

* This post contains a forbidden message format 

* (such as an attached file, a v-card, HTML formatting) 

* Mail Lists at theporch.com only accept PLAIN TEXT 

x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 

KK KKK KK KR KK KKK KK KR KKK KKK KK KK KKK 


+ + FF FF OF 


eee = NextPart_000_00A9_01BFAC73.A6B41720- - 


Date: Sat, 22 Apr 2000 16:53:22 -0400 (EDT) 

Message-Id: <200004222053 .QAA16859@ecunet.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: FOR SALE: RCA WV-44C SINE & SQUARE WAVE AUDIO GENERATOR 
From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 
FOR SALE: RCA WA-44C Sine and Square Wave Audio Generator 


Covers 20 Hz to 200 kHz in 4 ranges. Max output is 8 V rms, has 4 step 
attenuator (X10, X1, X0.1, X.01) plus variable control. Has 0-6.3 VAC 
variable output. Uses 6AQ5, 2x 6U8A, 6X4. Measures 7"H x 11"W x 6"D. 
Includes original manual. Runs on 120 or 240 VAC. 


Frequency dial & control look like small version of HP 200 series of AF 
generators. Ct uses classic bridged-T oscillator with lamp for 
stabilization & cathode-follower output. 


Good-excellent appearance. Works ok except will need 2x 6U8's, ones in 
unit are flakey. $35 plus postage. 


-John Sehring (Sat, Apr 22, 2000, Custer SD) UCC WBOEQ 


Message-ID: <005a01bfac9f£$98a6a9a0$1b2129d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: More Transformer Questions 
Date: Sat, 22 Apr 2000 17:12:35 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


More transformer ruminations: The author wrote, (approximately - I deleted 
it) something to the effect that capacitor input filtering with a low 


impedance transformer may give 4% regulation, and the high impedance 
transformer must use choke input filtering. This is more misinformation. 
Capacitor input filtering always has worse regulation than choke input 
filtering. It works well for SSB because the average current is much lower 
than for cw or am, and thus the regulation looks better. Using choke-input 
filtering with a high impedance transformer is advantageous because the 
regulation doesn't look as bad as with capacitor-input filtering. Note that 
there is nothing wrong with capacitor-input filtering; I use it all the 
time, but you should recognize the facts. Capacitance-input filtering is 
better today than in the olden days because microfarads come a lot cheaper. 


Richard Brunner, AA1P, rbrunner@gis.net 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: hallicrafters@qth.net, hammarlund@qth.net, drake@qth.net, W9EFL@aol.com, 
WardSRekoph@eaton.com 

Date: Sat, 22 Apr 2000 16:19:30 -0500 

Subject: MODULATION TRANSFORMER FS 

Message-ID: <20000422.161940. -303363.1.jackiv@juno.com> 

MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK IVERSON <jackiv@juno.com> 


I have inherited a large and very heavy mod. tx. 

Thordarson p/n T-45919 (contract #?)pri impedance, 8000 ohms ( two 
Windings?) power level 52 db, response +/-- 2db- 120 to 5000 cycles 
(hertz?) has another notation 1-07-11 (date?). 

I would like $200.00 for it or can trade for some other stuff. Will 
not attempt to ship , this thing is a hernia producer== 

Also have a Central Electronics 20-A power tx, never used, still ona 
partial assembled kit chassis, the output rf section and band switching 
stuff is there. no panel or knobs.. 

I would like $30.00 for this, could ship-- charges extra. 


can bring mod tx to local hamfests if my neighbor will help reload 
Eas 
old jack 
JACK IVERSON 
KOEWU 
jackiv@juno.com 
ARRL, IEEELM, RCA, OOTC, AMI, QCWA 


Message-ID: <20000422220927 .72496.qmail@hotmail .com> 
From: "russ dworakowski" <wb3fau@hotmail.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: stuff for sale/trade 

Date: Sat, 22 Apr 2000 18:09:27 EDT 
Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 


Hi Bob, someone just gave me a Philco 40-180. Hows it 
work? Russ 


>From: Bob Roehrig <broehrig@admin. aurora. edu> 

>Reply-To: broehrig@admin.aurora.edu 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: stuff for sale/trade 

>Date: Sat, 22 Apr 2000 13:46:21 -0500 (CDT) 

> 

> 

>It is time to clean out since I have a hard time moving around the shack 
>and garage. Super deals but pick-up only or I'll meet you somewhere within 
>reasonable distance. Any questions - just ask. 

> 

>1) Central Electronics 20-A exciter in good condition. Includes a home 
>brew 100 watt linear with 4-807's, antenna coax relay, and a VFO made from 
>a Lampkin freq meter (very stable and super vernier tuning). $100.00 

> 

>2) National NC-173 receiver. Still haven't replaced the noise limiter 
>control but I have it. A few mods to det/agc. Works fine and looks pretty 
>good. $75.00 

> 

>3) National RBL-5 VLF regen receiver. Very good shape and works great. 
>Audio filter was bad and removed. $50.00 

> 

>4) RD-60 code recorder. Prints CW or FSK on paper tape to analyze code or 
>keying. I bought this new from Fair Radio a number of years ago. Like new. 
>$20.00 

> 

>5) Philco model 40-180 console radio. Electrically refurbed and works 
>great. Could use refinishing as finish is rubbed off in places. I even 
>have a new set of decals for the controls. Just no time to complete this 
>project. Has AM - both variable and push-button tuning, and SW bands. 
>$100.00 


"Nostalgia is a thing of the past" 
E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-4222 
PLEASE PUT ALL REPLIES IN ASCII TEXT ONLY 


VVVVV VV 


Date: Sat, 22 Apr 2000 15:16:46 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Final SX-62A status 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFTFOOARUVMU8B@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Chuck; 


> Those two caps under the bandswitch are the cathode by-pass 
> caps for 1st and 2nd rf, C11 & C25, pin 2 of each 6AG5 to gnd. 


Well, I'm going to spoil your party so I'll apologize for being a meany 
first. I don't think you even needed to change those cathode bypass caps. 
Reason being as much as they might leak the equivalent resistance with a 
volt or so across the cap is going to be MANY times higher than that of the 
cathode resistor. Seems to me a lot of work for so little benefit. If 
they were screen or plate circuit bypass caps they certainly would merit 
being replaced. Why do I care? I too have an SX-28A in waiting. This 
thread has been intersting. Enjoy your '28. 73. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 
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From: Arden Allen <gumbear@pacbell.net> 
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Having done a search on "digital audio broadcasting" I learned something 
intersting, i.e., "IBOC DAB". Go to <http://www.usadr.com/> and have a 
read. Our future is not so bleak, YET. Keep fixing up old radios....... 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 
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To all, 


QST column "Old Radio" - web page is now updated with March and May 
column information. 


March: Included is a schematic and photos for KC4YOY's Clough-Bringle 
Transmitter. 


May: Some nice old and a few rare QSL cards are displayed. 


http: //www.eht.com/oldradio/arrl/index.html 


73's de K2TQN, John Dilks 


My Old Radio Column in QST Magazine 
http: //www.eht.com/oldradio/arrl1/ 


Old Radio Wireless and Radio History page 
http: //www.eht.com/oldradio/awa/ 


K2TQN's Old Radio Museum 
http: //www.eht.com/oldradio/museum/ 


The New Jersey Antique Radio Club page 
http: //www.eht.com/oldradio/ 
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Hi Richard 


Interesting comments on power supplies. I will throw my 2 cents in. 


Choke input filtering is not used with ssb mainly because it does not provide 
good dynamic regulation. It also provides excess series resistance to the power 
transformer trying to charge the filter capacitor. 


I am still not so sure that a good low impedance transformer and a capacitor 
input filter will not outperform a high impedance transformer with a choke input 
filter when either feeds a static load. 


One of the main reasons capacitor input filter power supplies are better today 
than in the olden days is that most transformers used today have a much lower 
impedance than the old ones did. Yes microfarads are cheaper also. Try to use an 
old high impedance transformer in a voltage doubler circuit. No matter how much 
capacity you put in you will not get good regulation. 


Just my thoughts 
Gary K4FMX 


Richard Brunner wrote: 


> Capacitor input filtering always has worse regulation than choke input 
> filtering. It works well for SSB because the average current is much lower 
> than for cw or am, and thus the regulation looks better. 
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Ahoy! While looking at one of my books on naval history, I came upon a 
picture showing Vice Admiral Frank Jack Fletcher, USN, in his flag cabin 
aboard some ship during the war. Behind the admiral, on a table are two 
receivers. One almost entirely hidden behind his left arm, appears to 
be some military version of the RME 69. I'm not familiar with that 
receiver, so can't really tell. The other, visible in all its glory, is 
what appears to be a brand new National NC-100XA. What could be a price 
tag dangles from the knob just below the S-Meter. The matching speaker 
sits on top. The picture is posed so that it almost looks like the 
admiral wished to be shown with his brand new receiver. (Had I been 
Admiral Fletcher, I know I would have wanted to be shown that way!) 


The book is Sea Battles in close-up: World War II, Martin Stephen, ed. 
by Eric Grove, Naval Institute Press, p. 140. The chapter is about the 
Battle of the Coral Sea in May 1942, but he was a rear admiral (two 
stars) then. Investigating further, I learned that during the 
Guadalcanal campaign, he was a vice admiral (three stars) and his 
flagship was aircraft carrier USS Saratoga (CV-3). In Oct 1943, he 
assumed command of the Northern Pacific Force, which I think he 
commanded from a shore command post in the Aleutians, but maybe had an 
assigned flagship. Apparently he was still there when the war ended in 
1945. So I'm guessing the photo was taken aboard the "Sara" in 1942 or 
early 1943. 


This brings to mind a question for the incredible body of knowledge on 
this list. Were the flag cabins in US and His Majesty's ships typically 
equipped with receivers like the NC-100XA? I can only suppose that the 
brass, being only human (despite my beliefs when I was a junior officer 
aboard ship) and enjoying news and music as much as anyone, had to have 
radios, too. Makes me wonder at the history of an externally dusty and 
smoky, but otherwise pristine RAO-7 that recently added itself to my 
collection. 


Mike Steussy AE4R 
Lieutenant Commander, USN (Ret. ) 


End of BOATANCHORS Digest 2874 
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